Armour and CPL Web Sling - Eye & Eye (Flat, Twisted and Endless)

TYPE3 & 4 - EYE & EYE

Type 3 (EE) straight eye & eye slings can be used in a vertical, choker or
basket hitch. These slings have a straight eye at each end that makes it easier
to remove them after the load is in place. Tapered eyes are supplied on slings
with a web width of 3” or larger. Eye & eye slings will be supplied with T-3 eyes
unless otherwise specified.

Type 4 (EE) twisted eye & eye slings are similar to Type 3 slings except the
eyes are turned 90 degrees to the sling body. This allows for a smoother
Q_/f o > choker hitch and a better fit in a basket hitch. Tapered eyes are supplied on
- ) slings with a web width of 3” or larger.

SINGLE PLY DOUBLE PLY

STOCK WIDTH VERTICAL CHOKER  BASKET STOCK WIDTH VERTICAL CHOKER  BASKET
CODENO. INCHES POUNDS POUNDS POUNDS CODENO. INCHES POUNDS POUNDS POUNDS
EE1-901 1 1,600 1,280 3,200 EE2-901 1 3,100 2,480 6,200
EE1-902 2 3,100 2,480 6,200 EE2-902 2 6,200 4,960 12,400
EE1-903 3 4,700 3,760 9,400 EE2-903 3 8,800 7,040 17,600
EE1-904 4 6,200 4,960 12,400 EE2-904 4 11,000 8,800 22,000
EE1-906 6 9,300 7,440 18,600 EE2-906 6 16,500 13,200 33,000
EE1-908 8 11,750 9,400 23,500 EE2-908 8 22,750 18,200 45,500
EE1-910 10 14,700 11,760 29,400 EE2-910 10 28,400 22,720 56,800
EE1-912 12 17,650 14,120 35,300 EE2-912 12 34,100 27,280 68,200

Sling Width (in.)
Web 1 2 3 4 6 8 10 12

1 10 11 12 16 20 24 24
2 9 10 11 12 16 20 24 24
3 10 12 14 16 18 24 24 24
4 10 12 14 16 18 24 24 24

Q Type 5 (EN) endless slings the webbing is overlapped to form

R = a continuous endless sling. The wear points on these slings
can be rotated to increase sling life. This type of sling can be
used in a vertical, choker or basket hitch.

SINGLE PLY DOUBLE PLY
STOCK WIDTH VERTICAL CHOKER  BASKET STOCK WIDTH VERTICAL CHOKER  BASKET
CODE NO. INCHES POUNDS POUNDS POUNDS CODENO. INCHES POUNDS POUNDS POUNDS
EN1-901 1 3,200 2,560 6,400 EN2-901 1 6,200 4,960 12,400
EN1-902 2 6,200 4,960 12,400 EN2-902 2 12,400 9,920 24,800
EN1-903 3 9,400 7,520 18,800 EN2-903 3 17,600 14,080 35,200
EN1-904 4 12,400 9,920 24,800 EN2-904 4 22,000 17,600 44,000
EN1-906 6 18,600 14,880 37,200 EN2-906 6 33,000 26,400 66,000
EN1-908 8 21,150 16,920 42,300 EN2-908 8 42,350 33,880 84,700
EN1-910 10 26,450 21,160 52,900 EN2-910 10 52,900 42,320 105,800
EN1-912 12 31,750 25,400 63,500 EN2-912 12 63,500 50,800 127,000

A WARNING MAXIMUM RATED CAPACITIES FOR NEW SLINGS. A DO NOT EXCEED
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