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Item No.
Working

Load Limit Dimensions (mm) N.W. Repair
Kitstonnes* A F H L M P T W kg

8-081-01 1.0 7 25 27 72 6 18 17 95 0.6 8-P081-01
8-081-02 2.0 8 30 31 88 8 25 20 115 1.0 8-P081-02
8-081-03 3.0 9 35 30 107 10 28 23 133 1.4 8-P081-03
8-081-04 4.0 10 42 38 112 11 28 30 141 2.0 8-P081-04
8-081-05 5.0 12 44 46 133 13 30 31 167 3.0 8-P081-05
8-081-08 8.0 12 50 54 137 14 32 39 175 3.8 8-P081-08
8-081-10 10.0 13 56 56 168 16 44 42 222 6.3 8-P081-10
8-081-15 15.0 14 61 67 184 17 54 45 241 7.9 8-P081-15

★ Design factor 5:1
YOKE recommends that the working load limit is reduced to meet any appropriate legislative 
requirements, if welding on to an excavator. Please contact your YOKE distributors for further 
information. 

Item No.
Working

Load Limit Dimensions (inch) N.W. Repair
Kitslbs* A F H L M P T W lbs

8-081-01 2,200 0.28 0.98 1.06 2.83 0.24 0.71 0.67 3.74 1.3 8-P081-01
8-081-02 4,400 0.31 1.18 1.22 3.46 0.31 0.98 0.79 4.53 2.2 8-P081-02
8-081-03 6,600 0.35 1.38 1.18 4.21 0.39 1.10 0.91 5.24 3.1 8-P081-03
8-081-04 8,800 0.39 1.65 1.50 4.41 0.43 1.10 1.18 5.55 4.4 8-P081-04
8-081-05 11,000 0.47 1.73 1.81 5.24 0.51 1.18 1.22 6.57 6.6 8-P081-05
8-081-08 17,600 0.47 1.97 2.13 5.39 0.55 1.26 1.54 6.89 8.4 8-P081-08
8-081-10 22,000 0.51 2.20 2.20 6.61 0.63 1.73 1.65 8.74 13.9 8-P081-10
8-081-15 33,000 0.55 2.40 2.64 7.24 0.67 2.13 1.77 9.49 17.4 8-P081-15

Repair Kits

Yoke Weld-On Bucket Hook

★ Design factor 5:1
YOKE recommends that the working load limit is reduced to meet any appropriate legislative 
requirements, if welding on to an excavator. Please contact your YOKE distributors for further 
information. 
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